


Technical information

SreenLifter

Dimensions L x B x H

1420 x 800 x 1760 mm

Weight without Display ca. 216,5 kg
allowance Display size L x B x H max. 2450 x 1450 x 130 mm
allowance Display weight Max. 220 kg

Rotation angle Display

+90° (clockwise)

Case-Size LxB x H

253 x85x195¢cm

Case-Weight

ca. 214 kg

Colour

Aluminium anodised, RAL 9007, RAL 9005

Lifting column

Stroke ca. 1330 mm
Stroke speed 25 mm/s
Voltage 12...36V
Power input 15...8A
Nominal power 30-80W
Max. rated input <200 W
Insulation class E

Protection rating IP 42

Limit switch 2 X integrated
Colour Aluminium anodised
Control

Supply voltage 230V /50 Hz
Standby primary output 11W

Operating voltage

5V DC /150 mA

Hall Sensor supply voltage

5V DC /150 mA

Operating temperature

5-45°C

Storage temperature

-20 - +60 °C

Operating humidity

5% - 85 % (no condensation)

Reliability

20.000 h (max. ED 10%)

Protection rating

Braking capacity

10% (1 min. on/ 9 min. off)




Dimensions with Plasma TH-103PF9EK

Please find the dimensions and weight of the Plasma in the manual of Panasonic

Afterimages describe the highest and lowest Position and the horizontal and vertical position of
Plasma TH-103PF9EK additional the measure of dimension in metric system.

The depth of ScreenLifter is always 800 mm.

A Please regard the distance between sealing, other objects and persons during
operating with the ScreenLifter!

All positions between these described positions are stageless arrangeable by using the electrical
motor.
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Attention!
All specifications are only valid for Plasma TH-103PF9EK
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A Attention!
All specifications are only valid for Plasma TH-103PFOEK




